


Antibakterielle Lacktechnologie

ein Tag vergeht, ohne dass wir krankheitserre-
K genden Keimen und Bakterien ausgesetzt sind.
Insbesondere multiresistente Keime machen fast jeden
Tag Schlagzeilen. Die Existenz und Verbreitung solcher
Keime und Bakterien zu vermeiden, ist eine aktuell Uber-
ragende gesundheitspolitische und gesellschaftliche
Herausforderung.

Innovative Lacktechnologie - ohne Nanosilber - ermog-
licht es Féron heute, scheuer- und kratzfeste Oberflachen
langfristig mit antibakterieller Eigenschaft auszustatten.
Den internationalen Standards (IS Z 2801 bzw. ISO

22196:2011) folgend, vermindert die aufgebrachte Lack-
schicht erwiesenermaBen binnen 24 Stunden > 99,3 % der
vorhandenen Bakterienarten, wie z.B. Staphylococcus
aureus, Escherichia coli oder den resistenten MRSA. So er-
reicht man einen messbar hoheren Hygienestandard und
durch Bakterien ausgeldste Geruchsbeldstigungen kon-
nen reduziert werden. Dabei sind nicht nur Raumlichkeiten
in Gesundheitsbereichen wichtig. Nahezu alle Flachen, an
denen Bakterien sich ansammeln und weitergereicht wer-
den, stehen dabei im Fokus; Offentliche Gebaude, Schulen,
Kindergarten, Verkehrsmittel, Biros und Arbeitsplatze,
Maébel, Arbeitsoberflachen, Griffe, Klinken u.v.m.




Antibacterial coating technology

N ot a single day passes by that we are not exposed

10 pathogenic germs and bacteria. Multi-resistant
germs in particular are hitting the headlines almost every
day. Preventing these germs and bacteria from surviving
and spreading is currently a paramount social challenge
in terms of public health.

Today, innovative coating technology - without nano-
silver - enables Féron to add a lasting antibacterial
characteristic to scrub- and scratch-resistant surfaces.
Compliant with international standards (IS Z 2801
and I1SO 22196:2011), the applied coating layer is

proven to reduce more than 99.9% of existing bacte-
rial species such as Staphylococcus aureus, Escheri-
chia coli and resistant MRSA within 24 hours. Thus,
one achieves a measurably higher standard of hygiene
and reduces unpleasant odours caused by bacteria.
This is important not only for health-care facilities, but
almost all surfaces where bacteria accumulate and from
which they are passed on are on focus: public buildings,
schools, kindergartens, means of transport, offices and
workplaces, furniture, work surfaces, grips, handles, and
many more,




Technische Informationen/Technical information

ALUDECOLUX®
Butlerfinish SR AB

Antibakteriell
Antibacterial

(ISZ 2801,

EUISO 22196:2011)

Kratzfestigkeit

Scratch resistance @ -
(EN 438-2) RN

Scheuerblestand|gke|t min 150\ Doppelhiibe!
Scrub resistance

(Féron-method) ‘“’ double strokes

Fleckenbestandigkeit .“
Stain resistance
(EN 438-2) xS

Standardbreite

Standard width mm max. 1.370 mm

Silber/Silver
Edelstahl D/
Stainless Steel D

Standardfarben
Standard colours

.
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ALUDECOLUX®
Butlerfinish HA AB

min. 3 N

min. 50 Doppelhtbe/
double strokes

max. 1.350 mm

Silber/Silver
Edelstahl D/
Stainless Steel D



